














Interior/Exterior Lighting
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White LED Lamps

LED White Interior Lamp - 12 Volt
LED White Interior Lamp - 24 Volt

White LED interior lamp with clear lens. Ideal for steps, interior or
exterior courtesy lighting and storage areas.

Two hole recess mount.

<2W
Reverse polarity protection
Pre-wired with 2.5m of cable.

LED White High Brightness Interior Lamp - 12 Volt
LED White High Brightness Interior Lamp - 24 \/olt

White LED high brightness lamp with clear UV resistant acrylic lens.
|deal for steps, interior or exterior courtesy lighting and storage areas.

Two hole recess mount.

<2W
Reverse polarity protection.
Pre-wired with 2.5m of cable.

LED White High Brightness Interior Lamp - 12 Volt
LED White High Brightness Interior Lamp - 24 Volt
LED Warm White Interior Lamp - 12 Volt
LED Warm White Interior Lamp - 24 Volt

LED lamps with clear UV resistant acrylic lens and attractive stainless
steel cover. Stainless steel bezel features a unique internal tab lock for
secure attachment and no visible fastenings.

Two hole recess mount.

<2W

Reverse polarity protection.
Fully sealed against dust, high-pressure washing and temporary
water immersion.

Pre-wired with 2.5m of cable.
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Map Reading Lamps

2638 LED Flexible Map Reading Lamp - 150mm nlﬂ—lEvP”

2639 LED Flexible Map Reading Lamp - 400mm LED

Multivolt

DESCRIPTION  LED map reading light featuring a strong flexible shaft and an On/Off
switch on the lamp head. Low power consumption.

MOUNTING  Screw mounting.
N
VOLTAGE  Multivolt™ for optimum brightness at input voltage from 9 to 31 volts. N o
N

POWER
CONSUMPTION  2.4W

PROTECTION  Reverse polarity and Transient Voltage Suppressor (TVS)
IP 53 (Protection against dust and water spray) ™~

CABLE LENGTH  Pre-wired with 150mm of cable.

Note Interior use only. 43

2633 Halogen Map Reading Lamp, 295mm - 12 VoIt 2here

2636 Halogen Map Reading Lamp, 600mm - 12 VoIt et

DESCRIPTION  Flexible black arm. Lamp head has an integral rocker On/Off switch
and is fitted with a clear diffuser lens for glare-free illumination.
Pillar or dash mounting.

MOUNTING  Screw mounting.
VOLTAGE 12V

POWER a6
CONSUMPTION  5W ﬁjﬁm
40
BULBS TO SUIT 12V HL126X '
24V HL247 ~—195/500—»‘
SPARE PARTS  OEL 128 922-011 @ Red lens for above lamps o :E%&
128 922 02 © Clear lens for above lamps I

2637 Halogen Map Reading Lamp, Black Bodly - 12 VoIt~ (12,5

LYV A Hz2logen Map Reading Lamp, White Body - 12 Volt - (248"

DESCRIPTION  The lamp head has an integral rocker On/Off switch and is fitted with
an opaque white lens for glare-free illumination. Includes additional

red lens.
Pedestal base.
BULBS TO SUIT 12V HL126X R H‘
24V HL247
SPARE PARTS  9EL 128 922-011 @ Red lens for above lamps 2
128 922 00 O White lens for above lamps
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Interior/Exterior Lighting  white Bulb Lamps

12V Bulb 2608 Interior Lamp - White Rim

DESCRIPTION  White plastic rim, with On/Off switch. Fitted with two bulb holders.

e, : BULBS TO SUIT 12V L125
— 24v L245

25 ‘«

12y Bulb 2611 Interior Lamp - Chrome Rim

12V Bulb 2610 Interior Lamp - White Rim

DESCRIPTION  Suitable for insulated earth circuits.

BULBS TO SUIT 12V K1210
24V K2410
SPARE PART  2.9800.08 O Clear lens

< 43 ~

et 2617 Interior Lamp - Polycarbonate Base with Switch

DESCRIPTION  Complete with On/Off switch.
Suitable for insulated earth circuits.

BULBS TO SUIT 12V K1210
o 24V K2410
— = SPARE PART  2.9800.08 © Clear lens
125 110
® ®
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Interior Fluorescent
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Fluorescent Lamp, 7 Watt - 12 Volt

Fluorescent Lamp, 7 Watt - 24 VoIt

High quality, fully suppressed fluorescent interior lamp with impact
resistant lens, On/Off switch and compact fluorescent tube 7W.

4W @ 12V, 8W @ 24V

9.2642.01
9.2642.02

Suppression Class K in accordance with VDE 0871 Class B and
VDE 0879 Part 3.

O Clear lens
Compact fluorescent twin tube 7W, white

Fluorescent Lamp, 11 Watt - 12 Volt

Fluorescent Lamp, 11 Watt - 24 Volt

High quality, fully suppressed fluorescent interior lamp with impact
resistant lens, On/Off switch and compact fluorescent tube.

W@ 12V, 14W @ 24V

9.2643.01
9.2643.02

Suppression Class K in accordance with VDE 0871 Class B and
VDE 0879 Part 3.

O Clear lens
Compact fluorescent twin tube 11W, white

Fluorescent Lamp, 8 Watt - 12 Volt

Fluorescent Lamp, 8 Watt - 24 \olt

High quality, fully suppressed fluorescent interior lamp with impact
resistant lens, On/Off switch and compact fluorescent tube.

5W @ 12V, 10W @ 24V

9.2644.01
TL8W/336J

Suppression Class K in accordance with VDE 0871 Class B and
VDE 0879 Part 3.

© Clear lens
Compact fluorescent tube 8W, white
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